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YOUR LOHBERGER PARTNER:

Lohberger solid fuel stoves have been tested according to the strictest environmental criteria:

Tests were conducted according to the following regulations:

EN 12815, DIN 18880, DIN 18882, DIN + 
Bimsch (Bundes-Immissions-Schutzverordnung, Federal Emissions Act)
Austrian article 15a BVG (Bundes-Verfassungsgesetz, federal constitutional law), Regensburg and Stuttgart standard 
Testing and supervision mark �Ü� BRD (Federal Republic of Germany)
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TECHNICAL SPECIFICATIONS

 LEISTUNG  ABMESSUNGEN
 
 Nominal Furnace  Room Nominal Furnace Appliance Appliance Appliance Base  Base Stove Firebox Firebox Working Working Oven Oven Oven Hot water  Weight Chimney
 output output  output output output width height depth height recess frame cap. cap. door door width depth height insert kg connection
 total     total  mm mm mm mm mm overhang summer L winter L opening opening mm mm mm capacity  Diam.
             front   Width Height    in liter  mm
 Holz�achfeuerung kW   Koksfüllfeuerung kW         mm mm

LM 40 Classic 4 - - - - 400 850 600 140 50-65 0-30 - - 140 220 - - - - 150 120

LM 40 Salzburg 4  - - - - 500 850 650 - - - - - 140 220 - - - - 170 120

LM 50 Classic 5 - - - - 500 850 600 140 50-65 0-30 - - 190 220 - - - - 168 120

LM 50 Salzburg 5  - - - - 600 850 650 - - - - - 190 220 - - - - 188 120

LM 50-Z Classic 7-8 4-5 3 - - 500 850 600 140 50-65 0-30 - - 190 220 - - - - 168 120

LM 50-Z Salzburg 7-8  4-5 3 - - 600 850 650 - - - - - 190 220 - - - - 188 120

LC 70 Classic 6 - - - - 700 850 600 140 50-65 0-30 - - 140 220 320 410 290 - 182 120

LC 70 Salzburg 6 - - - - 800 850 650 - - - - - 140 220 320 410 290 - 205 120

LC 75 A Classic 6 - - - - 750 850 600 140 50-65 0-30 - - 140 220 370 410 290 - 193 120

LC 75 A Salzburg 6 - - - - 850 850 650 - - - - - 140 220 370 410 290 - 217 120

LC 75B Classic 7  - - - - 750 850 600 140 50-65 0-30 - - 190 220 320 410 290 - 195 120

LC 75B Salzburg 7  - - - - 850 850 650 - - - - - 190 220 320 410 290 - 219 120

LC 75B-Z Classic 8-10  4-6 4 - - 750 850 600 140 50-65 0-30 - - 190 220 320 410 290 - 195 120

LC 75B-Z Salzburg 8-10  4-6 4 - - 850 850 650 - - - - - 190 220 320 410 290 - 219 120

LC 80 Classic 7  - - - - 800 850 600 140 50-65 0-30 - - 190 220 370 410 290 - 200 120

LC 80 Salzburg 7  - - - - 900 850 650 - - - - - 190 220 370 410 290 - 225 120

LC 80-Z Classic 8-10  4-6 4 - - 800 850 600 140 50-65 0-30 - - 190 220 370 410 290 - 200 120

LC 80-Z Salzburg 8-10  4-6 4 - - 900 850 650 - - - - - 190 220 370 410 290 - 225 120

LCP 70 Classic 6 - - - - 1050 850 600 140 50-65 0-30 - - 140 220 320 410 290 - 310 120

LCP 75 A Classic 6 - - - - 1100 850 600 140 50-65 0-30 - - 140 220 370 410 290 - 322 120

LCP 75 B Classic 7 - - - - 1100 850 600 140 50-65 0-30 - - 190 220 320 410 290 - 325 120

LCP 80 Classic 7 - - - - 1150 850 600 140 50-65 0-30 - - 190 220 370 410 290 - 337 120

Integral 900 7.5 - - - - 900 850-920 600 50-215 50-85 20-30 - - 185 135 325 435 220 - 212 120

Integral 900-Z 9 5 4 8 6 900 850-920 600 50-215 50-85 20-30 - - 185 135 325 435 220 - 212 120

LHS 40.4 5 - - - - 400 850 600 100 40 - - - 185 135 - - - - 93 120

LHS 50.4 5 - - - - 500 850 600 100 40 - - - 185 135 - - - - 125 120

LHS 60 7 - - - - 600 850 600 100 40 - 12 - 140 135 250 435 220 - 165 120

LHS 75 7.5 - - - - 750 850 600 100 40 - 16 - 185 135 325 435 220 - 190 120

LHS 75-Z 9 5 4 8 6 750 850 600 100 40 - 13.7 - 185 135 325 435 220 - 190 120

LHS 90 8 - - - - 900 850 600 100 40 - 16 - 185 135 325 435 220 - 212 120

LHS 90-Z 9 5 4 8.5 6 900 850 600 100 40 - 13.7 - 185 135 325 435 220 12 212 120

LHS 105 8 - - - - 1050 850 600 100 40 - 16 - 185 135 400 435 220 - 235 145

LHS 105-Z 9 5 4 8.5 6 1050 850 600 100 40 - 13.7 - 185 135 400 435 220 16 235 145

ZEH 55 16-18 12-14 4 18-24 14-20 550 850 600 100 40 - 14.2 35.2 210 150 - - - - 215 145

ZEH 90.18 16.5-19 12-14 4.5-5 18.5-25 15-20 900 850 600 100 40 - 14.2 35.2 210 150 400 435 220 - 250 145

ZEH 110.24 17-20 12.5-15 4.5-5 19-26 15-21 1100 850 600 100 40 - 14.2 35.2 210 150 400 435 220 - 310 160

AME 40.4 - - - - - 400 850 600 100 40 - - - - - - - - - - -

AME 30.4 - - - - - 300 850 600 100 40 - - - - - - - - - - -



A stove that provides all-around enjoyment which is 

reflected in its specific details. Superior materials, 

innovative technologies, and experts with decades 

of stove building experience provide the foundation. 

Combined with creativity in the development of 

leading-edge solutions and attentiveness to the 

wishes of our customers, premium-quality stoves 

are created.

»

More performance from fire 
and flame: 

What you see here is the key advan-
tage of LOHBERGER solid fuel stoves 
� the patented JETFIRE SYSTEM. 

- Environment-friendly combustion
- Lower fuel consumption
- More operating comfort

Just two small tricks, but they make all the 
difference:

Number 1: The �ames are directly over the combustion chamber. Number 
2: They are mixed with fresh air. The result of this �turbo effect� is that the 
fuel burns with almost no residue at temperatures up to 1,200 degrees.
 

The Jet�re system � patented component of every     Lohberger stove �
FLAME TEMPERATURE up to 1200°C 
guarantees peak effectiveness.

THE JETFIRE FLAME BUNDLING 
PLATE causes concentrated �ames.

The SECONDARY AIR SUPPLY 
results in optimal combustion.

COMBUSTION CHAMBER

PRIMARY AIR FEED

The JETFIRE advantages are red hot:

- Outstanding fuel-burning ef�ciency of 84% 
 (effectiveness) 
- Lower heating costs 
- More operating comfort 
- Slower burn rate 
- Higher cooking surface temperature 
- Shorter heating up times 
- Environmentally friendly combustion 
- CO emissions reduced to one-tenth
- Conforms to BIMSCH (Bundes-Immissions-Schutz- 
 verordnung, Federal Emissions Act) Germany, and  
 SLRV (Steirische-Luft-Reinhalteverordnung, Styrian  
 Air Pollution Act) Austria.

Highest climate 
protection 
requirements:
All plants require carbon di-
oxide (CO2) for growth. 
During combustion, wood 
only emits the same 
amount of CO2 that it pre-
viously stored as a tree. It 
is irrelevant whether the 
wood burns or rots in the 
forest - the CO2 emissions al-
ways remain constant! New trees 
reabsorb the carbon dioxide. Therefore, 
heating with wood corresponds to the �natural 
biological cycle� and does not contribute to the 
greenhouse effect. Wood is a renewable resource 
and a cost-effective, crisis-proof source of energy. 
Furthermore, Lohberger stoves are so technolog
ically advanced that they �extract� the best en-
ergy value from each piece of wood. Many good 
reasons for solid fuel stoves from Lohberger!
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GENERAL

The new slow 
combustion stoves:
Versatile and variable

Design your stove to meet your exact 
requirements! The new VARIO LINE concept 
from Lohberger makes it possible. Instead 
of the »standard off-the-shelf stove«, we 
produce your individual dream stove in 
just one week. First you select the desired 
modules and functions. Then you decide on 
size and output. Add the design and the 
accessories. 
All of this is combined into your very own 
personal stove which matches your vision 
right down to all the details.>>

Ceran cooktop or polished 
steel cooking plate

Oven � two size options 
available (B1 and B2)

Combustion chamber � two size 
options available (F1 and F2) Window option, with heat 

re� ecting triple glazing

Pellet module - the stove 
can be fueled with wood or 
pellets

Stainless steel towel rail is 
standard equipment -
optionally available in gold-
plated

Design - CLASSIC or 
SALZBURG options available

There is nothing worse than a cold kitchen 
early in the morning, or after a long day at 
work. We completely agree, and therefore we 
developed an absolute novelty. The patented 
pellet module. Thus Lohberger has created a 
stove that can be heated both with wood and 
also with pellets, or both in combination.

PELLET MODULE: This automatic heating module is installed in a built-in 
cupboard enameled in a suitable color and look. The standard width of 
the unit is increased by 35 cm.

Via a timer combined with a room thermostat 

(not included in the scope of delivery), the 

pellet burner automatically ignites the pieces 

of wood in the combustion chamber and then 

switches itself off after the heating-up phase. 

Once the wood has burned down and if no 

new pieces of wood are supplied, the bur-

ner once again activates itself and re� lls with 

pellets. The heating output is continuously 

variable between 2.5 kW and 7.0 kW. Auto-

matic temperature regulation with the room 

thermostat allows the operation of the sto-

ve to be controlled electronically. The desired 

temperature setting is continuously variable 

and remains constant. Oven operation: The 

temperature can be electronically controlled in 

11 levels and is regulated by a temperature 

sensor.

PELLET STORAGE CONTAINER

Capacity: Approx. 20 kg. At 3kW 
output, your supply is 
suf� cient for approx. 
24 hours. However, 
you can also add wood 
at any time. The pellet 
module can be combined 
with the CLASSIC line 
(with oven).

 Output in kW  Dimensions in mm

   Width Height Depth
 7  1150 850 600

LCP 80 CLASSIC
with enameled 
built-in cupboard 
for pellet module 
PF2B2

ALL ADVANTAGES AT A GLANCE ...

- Low energy costs due to high ef� ciency
- Greater operating comfort due to a slower burn rate
- Fully automatic heating possible
- Environmentally friendly combustion
- External combustion air feed for low energy and passive  
 houses
- Durability due to proven quality made by Lohberger
- Huge selection of colors and designs
- Special heights up to 92 cm

PELLET MODULE

It can�t get any simpler.

Ill.: LC 80 CLASSIC, Ceran cooktop, anthracite metallic, pellet module with   
 built-in cupboard, window in combustion chamber door, � re-protection   
 unit attached on the right



LM 40 CLASSIC
without �re protection
F1

 Output in kW  Dimensions in mm

   Width Height Depth
 4  400 850 600

Whether as MONO for heating with a 
small cooking surface or as COMBI 
with oven, whether in the CLASSIC 
design or in the timeless elegant 
rural SALZBURG style, whether as 
freestanding, add-on, or built-in unit 
for the kitchen: Anything is possible!

The new slow 
combustion stoves:
Versatile and variable

Varioline Stoves do not have a window in the combustion chamber door as standard equipment.

>>

LM 50 CLASSIC
with two factory-
mounted �re 
protection units
F2

 Output in kW  Dimensions in mm

   Width Height Depth
 5  600 850 600

LM 50 CLASSIC
without �re 
protection
F2

 Output in kW  Dimensions in mm

   Width Height Depth
 5  500 850 600

LM 50 SALZBURG
F2

 Output in kW  Dimensions in mm

   Width Height Depth
 5  600 850 650

LIGNATHERM MONOspace-saving and high-performance

LIGNA THERM MONO
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FIRE PROTECTION UNIT

You can select from a factory-installed �re protection 
unit (see illustration LM 50 CLASSIC with dual �re 
protection) or a �re protection unit that can be installed 
subsequently.

TOWEL RAIL

Attractive and solid towel rails in stainless steel or 
gold-plated.

DAMPER AND GRATE RIDDLING

Are integrated directly into the towel rail. You operate 
the stove standing up, in total comfort. No bothersome 
holes and hooks, no bending, no pinched �ngers.

FLUE CONNECTION

Standard at the left or right rear. Continuous enameled 
facing on the visible sides! Flue connection is available 
at the sides and top,

WOOD STORAGE DRAWER

The solid and smooth running wood storage drawer is 
now even bigger and provides plenty of space for your 
fuel supply. The base recess can be individually 
adjusted so that the base can be optimally adapted to 
your kitchen design.

CONSTRUCTION

All stoves are fully lined with �re bricks and heating-
retaining insulating material.

SPECIAL HEIGHT BASE

Can be adapted to the height of your countertop (only 
for CLASSIC). Every Classic stove includes leveling feet 
that can be adjusted up to 10mm, as standard equip-
ment.

FLUE PIPE

Brass, or enameled in the colors black, white, or granite.

COLOR OPTIONS:

white midnight blue

black green granite

anthracite 
metallic

The printed colors do not match the original exactly!

HIGHLIGHTS

EXTERNAL COMBUSTION AIR FEED

You are planning or constructing a 3 storey 

house? You already live in a low-energy or 

passive house? Then a Lohberger VARIO LINE 

stove provides the environmentally friendly 

solution with an external combustion air feed 

connector.

OVERHEATING PROTECTION

An automatic temperature limiter is installed 

in every stove as standard equipment. Never-

theless, please ensure that you supply your 

stove only up to the recommended fuel level. 

Too much wood in the combustion chamber 

decreases the combustion performance and 

increases the environmental impact.

Ill.: LM 50 CLASSIC, Ceran cooktop, anthracite metallic, window in the combustion  
 chamber door



The new slow 
combustion stoves:
Versatile and variable

LC 70 CLASSIC
without �re 
protection
F1B1

 Output in kW    Dimensions in mm

   Width Height Depth 
 6  700 850 600

The especially compact 
multi-function stove

LC 75 A CLASSIC
without �re 
protection
F1B2

 Output in kW    Dimensions in mm

   Width Height Depth 
 6  750 850 600

LC 75 B CLASSIC
without �re 
protection
F2B1

 Output in kW  Dimensions in mm

   Width Height Depth
 7  750 850 600

Compact, high-perfor-
mance, with large 
combustion chamber

 Output in kW  Dimensions in mm

   Width Height Depth
 7  900 850 600

LC 80 CLASSIC
with two factory-
mounted �re 
protection units
F2B2

LIGNA THERM COMBI

Varioline Stoves do not have a window in the combustion chamber door as standard equipment.

The right appliance to fill every 
need, in long-lasting top quality. 
With all technological details 
that make Lohberger stoves 
genuine slow combustion units.>>
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LIGNATHERM COMBIVersatile and variable

COLOR OPTIONS:

white midnight blue

black green granite

anthracite 
metallic

The printed colors do not match the original exactly!

LC 80 SALZBURG
F2B2

 Output in kW  Dimensions in mm

   Width Height Depth
 7  900 850 650

>
>

>

A jewel from days gone by, with the 

technology of today. Every LIGNA-

THERM stove is also available in the 

SALZBURG line.

- Enameled panels only between wood storage 
	 drawer and stove frame
- No wood storage drawer panel or base panel has 		
	 been mounted by the manufacturer.

- Includes dual �re protection
- The stove has been prepared for customer-installed 		
	 facing

THE ART OF HARMONY

Kitchen design has never been easier than today. No 
matter what the interplay of form and functionality 
� every VARIO LINE CLASSIC stove can easily adapt to 
your kitchen layout and thus becomes the warm heart 
of your kitchen.

BUILT-IN OPTION

PELLET MODULE

All LIGNA THERM Combi sto-
ves in the CLASSIC line can 
be equipped with the fully 
automatic pellet module.

Ill.: LM 80 CLASSIC, anthracite metallic, window in the combustion chamber door,  
 built-in option




